
*All data times are bases on ambient temperatures of
77 degrees Farenheit and relative humidity of 50%

Flat
Clear
Copolymer Emulsion
15% +/- 2%
8% +/- 2%
41 grams/Liter
300 to 400 sq ft/Gal
2 to 4 hours
4 hours
5 to 7 days
1 Gal, 5 Gal, 55 Gal
8.9 lbs +/- .3 lbs
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TECHNICAL DATA

SURFACE PREPARATION
For proper adhesion and penetration, RHINO SHIELD 
CONCRETE SEALER requires a clean dry surface. 
The surface must be pressure washed with at least 
1500 PSI to remove all loose dirt, mold, and excessive 
chalking. Allow the surface to dry completely before 
adding RHINO SHIELD CEMENT SEALER. All dirt, 
oil, soap, and debris must be removed.

APPLICATION PROCEDURE
Stir contents thoroughly. Do not thin product. Apply 
either by roller, brush or airless sprayer. Apply at 
temperatures above 45 degrees Fahrenheit. Wait 24 
hours before applying to hot or high pH cementitious 
surfaces (pH levels of 13 or less. Apply uniformly 
and do not leave build ups. Be sure to completely 
seal the surface by overlapping into wet areas.

CLEAN UP
Clean up all spills, tools, and overspray immediately 
while the coating is still wet with warm soapy water.

PRODUCT DESCRIPTION
RHINO SHIELD CONCRETE SEALER is a high 
performance epoxy-acrylic surface conditioner 
and chalk sealer. It is a primer and surface 
conditioner for use with acrylic/latex paints 
and coatings. It seals high pH (pH of 13 or less) 
cementitious surfaces. By sealing pH levels, it 
reduces the 28 day curing period for fresh 
cementitious surfaces. This water-based, low VOC 
epoxy-acrylic primer offers the benefits of 
traditionally expensive polyurethane and epoxy 
products in an easy to use formula and the 
convenience of water cleanup. It has excellent 
penetration on porous surfaces and superior 
adhesion on non-porous or previously coated 
surfaces. As a chalk sealer, RHINO SHIELD 
CONCRETE SEALER penetrates the existing 
surface, bonding the previous coating back 
together, leaving a chalk free, moisture resistant 
surface that can be recoated in four hours under 
normal drying conditions. It binds existing chalky 
and powdery surfaces, especially badly weathered 
cement or stucco. It also offers efflorescence 
resistance. RHINO SHIELD CONCRETE SEALER 
offers ease of application, quick drying time, 
and allows all top coatings to form a permanent 
bond for long life without fear of peeling due 
to poor substrate adhesion.

PRODUCT USES
RHINO SHIELD CONCRETE SEALER is suitable 
for both new concrete and previously coated 
surfaces that are chalking. As a new concrete 
conditioner, the RHINO SHIELD CONCRETE 
SEALER will penetrate, adhere, and seals high 
pH levels. As a chalk sealer it will penetrate and 
lock chalky surfaces in place leaving a substrate 
ready to accept any grade of acrylic or latex 
coating specified for the application.
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